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LIMITED WARRANTY  

The manufacturer offers the customer a 24 -month functional warranty on the instrument for faulty 
workmanship or parts from date of dispatch from the distributor. In all cases, this warranty is valid 
for 36 months from the date of production. This warranty is on a return to factory basis.  

The manufacturer does not accept liability for any damage caused by instrument malfunction. The 

ma nufacturer accepts no responsibility for the suitability of the instrument to the application for 
which it was purchased.  

Failure to install, set up or operate the instrument according to the instructions herein will void the 
warranty.  

Only a duly authoriz ed representative of the manufacturer may open your instrument. The unit 
should only be opened in a fully anti -static environment. Failure to do so may damage the electronic 

components and will void the warranty.  

The greatest care has been taken to manufac ture and calibrate your instrument. However, these 
instructions do not cover all possible contingencies that may arise during installation, operation or 
maintenance, and all details and variations of this equipment are not covered by these instructions.   

For additional information regarding installation, operation or maintenance of this instrument, 
contact the manufacturer or your local representative or distributor.  

WARNING  

Read the instructions in this manual before performing installation and take note of the following 
precautions:  

 
Ensure that all incoming AC power and other power sources are turned OFF 

before performing any work on the instrument. Protect the measurement AC 
Inputs voltage (V1, V2, V3) with 2A external overcurrent protection device 

and  the power supply source inputs with 5A external overcurrent protection 
device, located close to the equipment.  

 
Before connecting the instrument to the power source, check the labels on the 
back of the instrument to ensure that your instrument is equip ped with the 
appropriate power supply voltage, input voltages and currents. Failure to do 
so may result in serious or even fatal injury and/or equipment damage.  

 
Under no circumstances should the instrument be connected to a power source 
if it is damaged . 

 
To prevent potential fire or shock hazard, do not expose the instrument to rain 
or moisture.  

 
The secondary of an external current transformer must never be allowed to 
be open circuit when the primary is energized. An open circuit can cause high 
vol tages, possibly resulting in equipment damage, fire and even serious or 
fatal injury . Ensure that the current transformer wiring is secured using an 

external strain relief to reduce mechanical strain on the screw terminals, if 
necessary.  

 
Only qualified personnel familiar with the instrument and its associated 
electrical equipment must perform setup procedures.  

 
Do not open the instrument under any circumstances when it is  connected to 
a power  source.  
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Do not use the instrument for primary protection functions where failure of 
the device can cause fire, injury or death. The instrument can only be used 
for secondary protection if needed.  

 
Read this manual thoroughly before connecting the device to the current 
carrying circuits. During operation of the  device, hazardous voltages are 

present on input terminals. Failure to observe precautions can result in serious 
or even fatal injury or damage to equipment.  

 

Ý This equipment does not require cleaning for proper operation  

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

All tradema rks are property of their respective owners.   

Copyright â 2007 -20 17  
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Quick Start Guide  

This section can be used by a licensed electrician to install and perform basic PM130 PLUS setup. For 
more detailed PM130 PLUS setup and use instructions, see the follo wing chapters in this manual.  

This quick start guide will assist you to have the unit running for the first time.  

During the operation of the meter, hazardous voltages are present in the input terminals. Failure to 

observe precautions can result in serious  or even fatal injury, or damage to equipment.  

For complete and accurate in -depth instructions, refer to the following chapters in this manual.  

1.  Installing the PM130 PLUS  

Mounting the PM130 PLUS Unit  

To mount the PM130 PLUS:  

1.   Position the PM130 PLUS uni t in the square or round cutout. If two PLM130 
PLUS are positioned side by side, take care of proper interval between them.  

2.   Attach the PM130 PLUS unit using washers and nuts. Make sure that the unit 
is securely attached into the wall or cabinet fixture.  

 

Mounting the PM130 PLUS (Square or Round Cut -out)  
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Mounting two PM130 PLUS side by side  

Connecting the PM130 PLUS Unit  

To connect the PM130 PLUS:  

1.   Ensure that all incoming power sources are OFF.  

2.   Check that you have the appropriate power supply.  

3.   Connect t o the external CT by passing the external CT wire through the meter 
CT core. Observe the arrow that indicates the current direction.  

4.   In case of a retrofit application where each external CT ends with two wires:  

¶ Pass one wire through the meter CT core.  

¶ Conn ect the wire to one of the meter termination screws.  

¶ Connect the second wire from the external CT to the termination screw.  

5.   Connect the measured voltage inputs  

6.   Connect COM1 ï RS-485 communication port  

7.   Connect the Power Supply inputs using 1.5 mm 2/14AWG -ded icated wires.  
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o Common Wiring Mode : 4LL3 or 4Ln3  

 

CT wiring  

To connect an Option module:  

1.   Assemble the module on the meter.  
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2.   Power the PM130 PLUS unit on.  

 

 

 

Assembling a module  

To operate the PM130 PLUS:  

1.   Perform device diagnostics.  

2.   Conf igure the device through the PM130 PLUS unit front panel display.  

Configuring the PM130 PLUS remotely  

1.   Install the PAS application software on your PC.  

2.   Configure the PAS database for your meter.  

3.   Configure the PAS communications settings.  

4.   Upgrade the meter f irmware if a new version is available.  

5.   Set up the meter using the PAS application software.  

6.   Configure your security settings through the meter security setup.  

7.   Configure your communication protocol settings.  
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8.   Configure Billing/TOU registers.  

At this stage, t he PM130 PLUS should be ready for operation.  
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Chapter 1  General Information  
 

 

 

The PM130 PLUS is a compact, multi - function, three -phase AC powermeter 
specially designed to meet the requirements of users ranging from electrical 
panel builders to substation operators.  

The PM130 PLUS comprises of three types of models:  

¶ PM130P : the basic model which offers standard voltage, current, 

power and fre quency measurements, and control capabilities. A 
special amp -demand version can be ordered with a simplified display 
layout especially suitable for current measurements . 

¶ PM130E : offers all the features of the basic model plus energy 
measurements and data l ogging.  

¶ PM130EH : offers all the features of the PM130E  plus harmonic 

analysis capabilities.  

The PM130 PLUS units include:  

¶ A bright 3 - row LED display enabling easy reading of local meters.  

¶ A standard RS -485 communication port and a second optional 
Ethernet , Profibus  or RS -232/RS -422/RS -485 port. These ports allow 

local and remote automatic meter readings and setup through the 
supplemental communication or user data acquisition software.  

¶ Different communication options for remote  communications with the 
meter. These options enable LAN and Internet communication with the 
unit.  

All models are suitable for mounting on both 4 - inch round and 92 ³92mm  

square cutouts.  

 

 

1.1  Features  

Multifunctional 3 - phase Power Meter  










































































































































































































































































































